1. Create a gateway account for FXO/Trunk gateway.
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2. Define number to route.
   for example: you will route local call 8xxxxxxx to FXO gateway.

Create a call routing group

 [image: image2.png]Call Interception
Device ACL
RIP Resource Group
NAT Group
DNIS Screening Group
Emergency Call
Voice Codec Group
Enhan

Monitor

Contre
Apply

Create Call Routing Group

Prefix Matched :
Description :

Matched Length :

Matched Office :

Hunting Method :

No Answer Time Out :

First Response Time Out :
Remove Prefix :

RADIUS Authorization Resend :

route to FXO

Round Robin

Jll

OEnable @ Disable
OEnable @ Disable





Modify the call routing group and click the “Detail” 

[image: image3.png]Modify Call Routing Group

Active Mode :
Prefix Matched :
Description :

Matched Length :
Matched Office :
Hunting Method :

No Answer Time Out :
First Response Time Out :
Remove Prefix :

RADIUS Authorization Resend :

@active O lnActive

route to FXO

Round Robin

L

OEnable  ®Disable
OEnable  ®Disable





Click “new” to create call routing detail and input the FXO account number to the TEL NO: field
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3. Click “apply” and “apply change”.

4. If you have more then one FXO account handle the local call routing you can new other FXO account in the call routing detail.

