How to do ATA 17x, LP399 and LP803 autoprovisioning 
MakeMACF2.exe is autoprovisioning program, please do as follows.
1. StandardCFG_V20080306_ta.dat is sample file that is used for autoprovisioning.
(Phone using StandardCFG_V20080306_phone.dat, ATA is using
StandardCFG_V20080306_ta.dat)
2. MACLIST.txt is parameters and mac address that you want to implement.
3. MACID field of MACLIST.txt which means your mac address of ATA.
3. remove those parameters from StandardCFG_V20080306_ta.dat while they are 
existing in MACLIST.txt .
4. parameter AutoConfigVersion in StandardCFG_V20080306_ta.dat need to be 
increased while phone configuration changing.
5. Encryption key is "welltech" if you want to build autoprovisioning file as well as
 encryption checked.(If it doesn't work, please try "Hello123")
6. Lastly, put encrypted autoprovisioning file to TFTP or FTP or HTTP server and 
configure your autoprovisioning of LP803 to acquire the file as well as applying "save 
change" to take effect next time boot.
7. ATA will do boot again while autoprovisioning applying.
P.S. autoprovisioning with TFTP is not suitable for accrossing internet transmission 

between LAN and WAN, so please use HTTP or FTP instead of it.
