How to configure P2P application for ATA172

I assumed that you are using peer to peer mode.
For instance, ATA172 no.1 IP address 192.168.23.48 with line no. 201 and 202, and ATA172 no.2 IP address 192.168.23.49 with line no. 101 and 102.
Please make sure that your both ATAs' settings as follows.
Web -> SIP Settings -> Service Domain
Set up phone1 and phone2 number in "User Name" field.
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Service Domain Settings

You could set information of service domains in this page.

Phone No.: Phone 1 ~

Realm No.: Realm1 ~

e ©Oon @Ooff
R —
UserName: G L ond phones
Register Name:

Rt [
Domain Server: ]
Proxy Sener:

Outbound Proxy:

Subscribe for MW ©0n ® OFf
Status:




Web -> SIP Settings -> Port Setting. then save change to take effect.
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You could set the port number in this page.

SIP Port 5060 (0~65533) (0>auto)
| 20000 (0-65533) (0>auto)
SIP Port Range: 10000 ~ 10999 (1024~40000)
RTP Port Range: 20000~ 21999 (1024~40000)

S Port 5062 (0-65533) (0->auto)
RIP Por 20100 (0-65533) (0->auto)
SIP Port Range: 000~ 12999 (1024-40000)
RTP Port Range: 22000~ 23999 (1024~40000)




Phone book
Set up both ATAs's phone book details.
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m You could add/delete items in current phone book.
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