How to Proxy6500 work with exchange2007
1. Create subscriber as exchange server from Proxy 6500
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Configuration
Active Mode :
TELNO :

User Password :

User Account : oooor
Web Password

Authentication Mode : [None =]
(Call Authorization Mode : [None =]

Caller ID Mode :
Hunting Method :

Transparent <
Sequential <
Predefine <

Register Type :

Predefine URI 1: [TCP x| I” en [£192.168.19.239:5065

User Group: [T owerron =
DNIS Screening Group : [None =]
Emergency Group : [None =
Device Type : [Vsoverson =]
Preferred RTP Group:  [None =]
RTP Proxy : = =
NAT Group : [None =
Max Register Time : |
FirstReponse Time: o

Predefine URT 2: [UDP =] ™ en [
o
o

Max NAT Register Time :
No Answer Timer :




Device Type: VMS(Diversion)
Register Type: Predefine

Predefine URI 1: sip:00001@192.168.19.239:5065

//Exchange2007 Default Port:5065

2. Create call routing for exchange2007
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[e2265677 |

3 [Route to Exchange2007

Matched Length : |

Matched User Group : AL <

Hunting Method : [RoundRobin =]

No Answer Time Out : |

First Response Time Out : |

Announcement URI: "
Remove Prefix : C Enable  Disable

RADIUS Authorization Resend : " Enable  Disable

vl el )l "e>cor




New 00001 as call routing detail
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Prefix Matched : 82265677
Matched User Group : ALL

Matched Length : 0

TEL NO Py

00001 o

Page |17/
L odify, Delete | icCl Sl




3. Make the relation to 82265677 for Exchange2007 AA
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el | Gretings | Ties | Featues | Key Mapping |

;% Weltech A4

Status: Enabled

Assosiated dial plan: Weltech
Modifed: Thursday, Dctober 25, 2007 343,56 AM

Extension pumbe to associste

sid el %

I¥ Auto attendant i speech-enabled

T~ Use this DTMF fallback auto attendant




Call to Exchange2007 AA Procedure->

PSNT call to DID no. 82261234 -> Trunk5260 NumberReplace DNIS:82265677-> Proxy6500 route to exchange2007 AA

How to make the exchange2007 Fax->

1. Create exchange2007 fax user from Proxy 6500
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Active Mode : ©active © Inactive

TELNO : 627 User Account : 627

User Password eee Web Password :

User Group: [1-GweProxy =] Authentication Mode:  [Registeronly =]
DNIS Screening Group: [None =] Call Authorization Mode : [None -

Emergency Growp:  [None =] Caller 1D Mode : Frramsparent =]
e [EchangeFax =] Hunting Method : [ —
preferred RTP Growp:  [None =] Register Type :

RTP proxy : s 5| ermmem [ Ta—

NAT Group : Exchange User: 627




TEL NO: 627
RTP Proxy: Yes

Exchange Server: 00001

Exchange User: 627  //as mailbox extension of exchange2007 um mailbox

2. Enable Unified Messaging mailbox extension
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The selected maibas will e enabled for Urified Messaging. Uipon completion, an emai
message wil be sent o the maibos noliying the user that they have been enabled for
Unified Messaging. The message wil include the PIN and the nuriber to sl o gan access
1o theit maibor. By defat, an estension number and PIN are automaticaly generated. You
can also manaly specify an extension number and FIN.

Urifid Messaging Maibos Poicy:
[Weltesh Default Poicy Browse.

€ butomstically generated maibos extension

& Monualy entered maibor ewtension: C—

PIN Setings

€ utomstically generate PIN to acoess Dutlok Voice Access

@ Manualy speciy PIN:





Mailbox extension: 627

3. Unified Messaging emailbox properties
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UM Maibos Status

Lockaut staus: Natlocked out
UM Maibos Corfiguration

Unified Messaging Maibos Polcy
[Weltesh Default Poicy

Maibos extensions:
B

¥ Enable for Automatic Speech Recogrition

[ Allow UM gals from non-users

IV Allow the user to receive faves

I llow diverted calls without a caller D to leave a message

Personal operator extension:
Cance





Call to Exchange2007 Fax Procedure->

PSNT call to DID no. 82261222 -> Trunk5260 NumberReplace DNIS:627-> Proxy6500 route to exchange2007 Fax diversion:627
