
How to implement provisioning functionality by HTTP on LP389
LP389 Provisioning is based on http client and http server, provisioning tool consists of 4 files, that are wtgencfg.exe, wtgencfg.ini, LP389 Parameter.txt, LP389 MAC.csv their purpose as following.

wtgencfg.exe: 
It produces LP389 provisioning profiles in accordance with LP389 MAC.csv and LP389 Parameter.txt.
wtgencfg.ini: 
It defines wtgencfg.exe’s functions like encrypted profile or plain-text profile.

LP389 MAC.csv:

It consists of mac address field and each line’s tel. no. and

username and password fields which will override same field in
LP389 Parameter.txt
LP389 Parameter.txt:

It includes LP389 all parameter fields of SIP, Codec, phone 

feature, provisioning and firmware location and so on.

Please do as follows.

1. Prepare provisioning profile.

You can define those fixed parameters in LP389 Parameter.txt but only set up mac address and each line’s tel. no. and username and password in LP389 MAC.csv.
Once configuration is done, you can execute “wtgencfg.exe” with parameters to produce LP389 provisioning profiles, which are result from “LP389 MAC.csv” + “LP389 Parameter.txt”. Fields of “LP389 MAC.csv” will override “LP389 Parameter.txt” and then it creates provisioning profile.
P.S. You can use dos command line to execute creating profile job, following is common purpose for it.

//non-encrypted provisioning profile

wtgencfg.exe -a 0 -b ".\LP389 Parameter.txt" -l ".\LP389 MAC.csv" -e 0
//encrypted provisioning profile

wtgencfg.exe -a 0 -b ".\LP389 Parameter.txt" -l ".\LP389 MAC.csv" -e 1

2. Copy all provisioning profiles(“mac address”.cfg) into http server virtual directory for LP389 http provision downloading.

3. Configure LP389 to implement http provision functionality as figure.
After apply, it will do http download LP389 itself mac address provisioning profile from http config URL and then apply all provisioning profile parameters immediately.

P.S. firmware download will do randomly in 10 minutes, and then upgrade time is according to your “fm_updatetime” parameter, whose value “99:99” means LP389 do upgrade when no calls is activity. It will avoid http server heavy loading when a lot of LP389 do firmware downloading at same time.
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For example, LP389 MAC.csv is following
	$MACAddress
	l1tel
	l1uid
	l1pwd
	l2tel
	l2uid
	l2pwd

	0001a805f508
	70000111
	70000111
	70000111
	70000111
	70000111
	70000111


0001a805f508 is a LP389’s mac address, others is tel. no. and username and password, you can use excel to modify LP389 MAC.csv and do batch configuration, lastly, convert all values in grid into plain text format by format -> grid -> select “text” -> ok then save file.

Finally, configure LP389 Parameter.txt as your environment like proxy server address and port, account type, IP support type, phone feature, codec and so on.
P.S. It has comment for each parameter you can easy understand.

