How to SIPPBX6200 work with exchange2007
SIPPBX6200 setting：

[System Core] > [System] > [Advance]

Please follow by these setting

TCP Enable：Yes

Local TCP Port：5060
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[Enhance Service] > [Config] > [SIP]

Please follow by these setting

Local Codec 1：G.729

Local Codec 2：G.711A

Local Codec 3：G.711Mu
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1. Create subscriber for exchange server

[Enhance Service]->[Gateway]->[New]
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1. Create call routing for exchange2007
[Service]->[Call Routing]
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New 00001 as call routing detail
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3. Make the relation to 82265677 for Exchange2007 AA
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Call to Exchange2007 AA Procedure->

SIPPBX extension call to DNIS:82265677-> SIPPBX6200 route to exchange2007 AA

How to make the exchange2007 Fax->

1. Create exchange2007 fax user from SIPBX6200
[Enhance Service]->[Gateway]->[New]
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TEL NO: 627
RTP Proxy: Yes

Exchange Server: 00001

Exchange User: 627  //as mailbox extension of exchange2007 um mailbox

2. Enable Unified Messaging mailbox extension
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Mailbox extension: 627

3. Unified Messaging emailbox properties
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Call to Exchange2007 Fax Procedure->

SIPPBX extension call DNIS:627-> SIPPBX6200 route to exchange2007 Fax diversion:627
