How to retrieve login password on LP600
1. Open LP600 shell by screwdriver
2. Use RS-232 connector attach to motherboard as figures.

p.s. red line is usually on triangle sign as pin1
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LP600 side
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RS-232 connector
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3. Use either “hyperterminal” or “putty” or “secureCRT” with correct serial COM,115200,N,8,1

4. Input “cd /apps/sbin”
5. Input “./reset2def.sh” then waiting it until console into “starting pid xxx, console /dev/console: ‘bin/sh’ as figure.
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Local TP: 192.168.123.1

userNane3= userPass:
ensclt sigaction(50 SigAppluChe) ,

ensclt sigaction(5i SiglFChe),

ensclt 1,0,0 (R0S0507) For Lp600 1,0,0 (ROS0307), FFID=1, FID=159, start,
ctihndlr sigaction(50 SigAppLuChe) |

ctihndlr sigaction(51 SigTFChe),

ctihndlr 1,0,0 (R0S0509), FFID=i60, FID=161, start,

ctihndlr Configure has set CheSeq=1,

ctihndlr SessLdx=0 YThr entry.

ctihndLr PhaneTupe=0.

ctihndlr SessTcx=0 Updated Configure ChgSea=t,

Starting pid 136, console /dev/console: ~/bin/sh”




6. Now Lp600 is ready on 192.168.123.1 with mask 255.255.255.0, you have to configure your PC as 192.168.123.2/255.255.255.0 to connect it by web as well as username and password reset back to root and root.
