

LP600 How to turn on syslog for debug
1. Running TFTP server, selecting correct interface and click setting
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Checked “syslog server” and “save syslog message”, then “ok”
[image: image2.png]R Tripdaz setings =
Base Diecoy
| |
GobelSeings Syl server

W TFTP Server | Z Systog Server | | [ Save sysiog message

I TFTPCient T OACPSever || [Fie [qogte

TFTP Secuty TFTP configuation
© None

5 o Timeout seconds]  [3
S e
o
oo Ea—
" Read Only oe 8

Advanced TFTP Options:

¥ Option negoliation ™ Hide Windaw at statup
% Show Progress bar I™ Create "t fles
™ Transate Ui fle names I™ Beep ot long lanfer

™ Use Titpd32 oriy on tis inerface_[10007
I™ Uss anticpation windowof [ Bytes
T~ Allow ' s vitual oot

o veon | bob | coon |





Restarting TFTP server to take effect.
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2. LP600 Web > Device Setting > Tab Debug 

Do it as figure and apply, syslog.txt will show log.
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Check for start from Any Time:

Syslog Start(YYYY/MM/DD HH:MM):
Syslog Stop(YYYY/MM/DD HH:MM):

102.168.17.2

514





3. Make issue call to generate syslog log, and then send it to us. Thanks!

