Setting the LAN Phone to support IP sharing function by use TELNET command

Step1. Start-----Run-----input “cmd” to open the command winow
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Step2:Input the TELNET command and the IP address on our LAN Phone
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c:\>telnet 192.168.4.193





Step3: Enter the user name “root” and leave blank at password
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Step4: Enter the ifaddr –print command. You can see there are no IP sharing device .
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Step5:Enter ifaddr –ipsharing 1
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Usage:

ifaddr [-print1i[-dhcp usedlil-sntp mode [serverll

ifaddr [-ip ipaddress] [-mask subnetmackl [-gate defaultgatewayl

—print Dicplay LAN information and configuration.

-ip Specify ip address.

—mask Set Internet subnet mask.

~gate Specify default gateway ip address

~dhep Set DHCP client service flag (On/OFf>.

~sntp Set SNTP server mode and specify IP address.

~tinezone Set local timezone.

~ipsharing Specify usage of an IP sharing device and specify IP address.
Note :

Range of ip address setting <8.8.8.8 ~ 255.255.255.255).

DHCP client setting value (On=i, OFf=8>. If DHCP set to *On’.

Obtain a set of Internet configuration from DHCP server assgined.

SNTP mode (B=no update, 1=specify server IP, 2=hroadcast mode).

~ip 218.59.163.282 -mask 255.255.255.0 —gate 210.59.163.254
~dhep 1
—sntp 1 218.59.163.254
ipsharing 1 218.59.163.254
~tinezone 8

usr/configh ifaddr —ipsharing 1




Step6:enter the commit ,and reboot the machine
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~gate Specify default gateway ip address

~dhep Set DHCP client service flag (On/OFf>.

~sntp Set SNTP server mode and specify IP address.

~tinezone Set local timezone.

~ipsharing Specify usage of an IP sharing device and specify IP address.
Note :

Range of ip address setting <8.8.8.8 ~ 255.255.255.255).

DHCP client setting value (On=i, OFf=8>. If DHCP set to *On’.

Obtain a set of Internet configuration from DHCP server assgined.

SNTP mode (B=no update, 1=specify server IP, 2=hroadcast mode).

p 210.59.163.202 -mask 255.255.255.0 —gate 210.59.163.254
~dhep 1
—sntp 1 218.59.163.254

psharing 1 218.59.163.254
~tinezone 8

usr/configs ifadde —ipsharing 1
usr/configs commit

usr/conf igh
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Step7:After reboot, you will lose the connection to the LAN phone. So you need to TELNET again to our LAN phone. Enter the ifaddr –print again, you can see there are IP sharing device existed.
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